
Cama Group S.p.A. - Via Como, 9 – 23846 Garbagnate Monastero – LC – Italy
sales@camagroup.com | www.camagroup.com

Side Loading

Cama Group is a leadinG supplier of advanCed teChnoloGy seCondary paCkaGinG systems, 
Continuously investinG in innovative solutions.  What makes Cama unique in the field of paCkaGinG 
is a “Global ConsultinG approaCh” to eaCh Customer’s paCkaGinG automation requests. 

Cama Cartoners have been developed and improved 
to offer high-performance and reliable solutions for 
side loading applications. These machines collate 
a diverse range of products in our variety of servo 
driven article bucket product handling systems and 
push the collation into erected pre-glued cartons.  The 
article buckets can be fed directly from the upstream 
machinery or by our top load robotic modules. The 
Cama cartoning machines can be integrated into 
complete production lines in both food and non-food 
markets.

PaPerboard Cartoner range of maChines

CL 151-153 Electronic intermittent motion cartoning 
machines for packing flow-wraps, pouches, bags, 
thermoformed trays, blisters jars and more. 
 
CL 155-157 The machine functions based on loading 
and closing two or more cartons with each machine 
pitch by means of an intermittent-continuous motion. 

CL 156-169 These machines can be equipped with 
an air blast opening device to ensure the most efficient 
carton opening at high speed.

IntermIttent HIgH SpeedContInuouS motIon
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SpeciaL featureS of machine
• Metal fraMe / StainleSS Steel

• HigH Speed, low Speed, Variable Speed

• VariouS type of priMary product (poucHeS, 
flowpack, tHerMoforMed etc.)

• VariouS loading unitS

Break through generation
• no Hollow body

• Modular fraMe deSign

• no retention

• energy SaVing

• ergonoMicS

• Safe eaSy entry

• SeMi autoMatic cHange oVer

induStry
• bakery & biScuitS

• confectionery

• dairy & ice creaM

• coffee & tea

• perSonal, HoMe & HealtH care

• pet food
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